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Liner Measurement Worksheet
Use this before you order a liner. Wrong size is the #1 reason replacements fail.

OWNER / JOB

Name Phone

Address / town Email

Pool brand / model (if known) Year installed (approx.)

1. Pool shape
Round Oval Rectangle / other If oval: measure BOTH axes.

2. Outside diameter / length  (measure from outside of wall to outside of wall)

Measure across the water from the inside face of the wall.
Take 2–3 readings at different spots. Write every number. 

OVAL

Length (long axis) ________ ft  ________ in

ROUND

Diameter A ________ ft  ________ in

Diameter B  ________ ft  ________ in Width (short axis) ________ ft  ________ in

3. Wall height  (measure on the OUTSIDE of the pool)

Measure from the bottom of the bottom rail to the top of the wall "outside the pool only" You may have to dig— not from the waterline 
and not from inside the pool. Common factory heights: 48", 52", 54". Your installed height may differ by an inch or more.

48" 52" 54" Actual measured height: ________ inches

4. Liner attachment (look at the top of the wall)
Overlap Vinyl hangs over the top of the wall and is held by plastic coping strips.

Beaded / standard bead A thick bead snaps into a receiver track on the wall.

J-hook / V-bead Hook hangs over the wall. No receiver track.

Unibead / Easy-bead / Multi-bead Can work as hook or bead depending on how it is cut/used.

Esther Williams / Johnny Weissmuller bead Older specialty bead — photo it.

Not sure — I will photo the top rail and bead Best option if you are guessing.

5. Bottom style
Flat / standard bottom Hopper / expandable deep end Not sure

DAVE’S RULE
If A and B diameters differ by more than 1–2 inches, or the wall is rusted, dented, or leaning,
do not order a liner online. A backyard visit will save you a liner that will not go back in the box.Text
 photos to (781) 927-9110 or book at abovegroundpoolbuilder.com
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Inspection checklist  ·  photos to take
6. Structure check  (do this before you spend money on vinyl)
Wall rust through, pinholes, or flaking at the waterline / behind the skimmer

Loose or missing wall bolts / overlapping wall joint looks torn

Bottom rail bent, spreading, or pulling away from the wall

Uprights leaning in or out; pool is egg-shaped

Deck built tight to the top rail (affects liner attachment and access)

Skimmer and return are original vs. aftermarket / cracked faceplates

Ground around the wall holds water (wet soil shortens wall life)

Old liner is brittle, faded white, or has large wrinkles that never left

7. Photos we need for a remote review
Full backyard shot showing access path for equipment

Entire pool from two opposite corners

Close-up of top rail / coping / bead inside near top of pool (this identifies attachment)

Skimmer from inside and outside

Any rust, dents, or odd wall joint

Tape measure showing diameter (photo the tape on the pool)

Tape measure showing outside wall height

8. What you think you want

Thickness preference:

20 mil (solid standard) 25 mil (heavier / kids & pets) Advise me

Pattern / color notes: _______________________________________________________

Add-ons to discuss:

Floor pad / liner guard Foam cove New skimmer + return Wall foam

9. Why a tape measure is not enough

A “24-foot round” on the box is a factory size. After years in New England soil and freeze-thaw, the installed pool is often a slightly different 

animal. Wall height must be taken on the outside. Inside measurements from the waterline to the floor seam are almost always wrong.

Overlap, bead, J-hook, and unibead liners can be interchangeable but not always. Ordering the wrong attachment is as bad as ordering 

the wrong diameter. If you cannot see a receiver track, photograph the top of the wall before you click “buy.”

We will not reuse an old skimmer on a liner job. Plan on a new skimmer and return faceplate. If the wall behind the skimmer is rusted
through, a liner will not fix the pool.

Send this sheet + photos
Email: info@abovegroundpoolbuilder.com
Phone / text: (781) 927-9110
Shop: 130 Mansfield Ave, Norton, MA 02766
Serving Norton, Mansfield, Attleboro, Franklin, Easton,
Wrentham, Foxborough, North Attleborough, Walpole, Norwood, Raynham, Taunton & nearby many New England towns.
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Quick reference  ·  how we use this sheet
Typical factory sizes  (confirm with a tape — do not assume)

Round (ft):  15    18    21    24    27    30    33

Common ovals (ft):  12×18   12×24   15×26   15×30   18×33   18×40   21×43

Wall heights you will actually see:  48"   52"   54"   — always measure the installed wall.

The 5-step liner job we run

01  Measure On-site diameters, wall height, attachment type, and structure.

02  Inspect Wall, rails, uprights, skimmer area, deck interference.

03  Spec Liner type, mil thickness, pattern, pad, cove, new skimmer.

04  Select We order what fits YOUR pool, not a generic box size.

05  Install Base prep, vacuum set, wrinkle-free fill, new fittings.

DIY vs. professional — be honest with yourself

DIY can work on a small, healthy round pool with overlap liner and easy access.

Hire it out if the pool is oval, out of round, decked in, rusted, or you have never set a liner with a vacuum.

A liner that is the wrong size cannot be stuffed back in the box for a clean return.

New England winters punish thin vinyl and sloppy chemistry. Thickness and fit matter more than pattern.

Dave  ·  The Above Ground Pool Builder  ·  serving New England since 1996  

(781) 927-9110   ·   info@abovegroundpoolbuilder.com

130 Mansfield Ave, Norton, MA 02766

Ready for a backyard visit?

abovegroundpoolbuilder.com

This worksheet is a planning tool, not a substitute for an on-site measure when the pool has shifted, rusted, or is an unusual brand.


